FACT SHEET

GENERAL KPDES PERM T FOR STORM WATER PO NT SOURCE DI SCHARGES
OTHER FACI LI TI ES

KPDES No.: KYROO
Date: July 22, 2002

1. COVERAGE UNDER THI' S GENERAL PERM T

Area of Coverage:

This permt covers all areas of the Commonweal th of Kentucky.

Di scharges Eligible for Coverage:

This permt covers all new and existing storm water discharges associated with

industrial activity from facilities not subject to another pernmitted category
of di scharge.

Limtati ons on Coverage:
This permt does not authorize discharges that:

1. Are subject to an existing individual KPDES pernit or
application,

2. Are subject to a pronulgated storm water effluent guideline
or standard,

3. The Director has determined to be or nmay reasonably be
expected to be contributing to a violation of a water
quality standard or to the inmpairment of a 303(d) Ilisted
wat er, or

4, Are into a surface water that has been classified as an
Exceptional or Qutstanding or National Resource Water.

2. REQUI REMENTS FOR GENERAL PERM T COVERACE

Notice of Intent:

A signed copy of a Notice of Intent (NA) form nust be submitted to the
foll owi ng address 48 hours before industrial activity begins:

Kent ucky Division of Water
KPDES Br anch
Inventory and Data Managenent Section
14 Reilly Road
Frankfort, Kentucky 40601

vb
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Unless notified by the Director to the contrary, owners or operators who
submt the above notification are authorized to discharge storm water
associated with industrial activity under the ternms and conditions of this
permit. Discharge may begin 48 hours after the NO is postmarked, even if the
permttee has not yet received a copy of the general permt fromthe Division
of Water.

Coverage wunder this general permt may be denied and submittal of an
application for an individual KPDES permt nay be required based on a review of
the NO and/or other information.

Noti ce of Term nati on:

When all storm water discharges associated with industrial activity are
elimnated the owner or operator nust subnit a signed copy of a Notice of
Termination (NOT) formin order to end coverage under this general pernmt and
nullify its requirenents. NOIs are to be sent to the above address.

Change of Oanership:

When the owner or operator of a facility covered by this permt changes, the
new owner or operator must submit a notice 48 hours before the change in order
to transfer coverage under this general permt. Change of ownership notices
are to be sent to the above address.

3. ADDI TI ONAL | NFORMATI ON

Muni ci pal Notification:

Facilities which discharge storm water associated with industrial activity to a
nmuni ci pal separate storm sewer system (Ms4) shall submit a signed copy of the
NO to the operator of the M54 48 hours before industrial activity begins.

O her Storm Water Discharges:

Storm water discharges authorized by this permt may be conbined with other

sources of stormwater that are not associated with industrial activity, if the
resulting discharge is in conpliance with this permit.
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4. EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
Limtations
Di schar ge Ef f | uent Yearly Dail y Appl i cabl e Water
Descri ption Characteristics Aver age Maxi num Quality Criteria
St or m Wat er Fl ow Report Report 401 KAR 5: 065, Section 2(8)
Associated with
I ndustri al Chem cal Oxygen Denand Report Report 401 KAR 5: 065, Section 2(8)
Activity
Ol & Gease Report Report 401 KAR 5: 065, Section 2(8)
Total Suspended Solids Report Report 401 KAR 5: 065, Section 2(8)
QO her Pol | ut ant s* Report Report 401 KAR 5: 065, Section 2(8)
pH Report Report 401 KAR 5: 065, Section 2(8)
* The permittee shall nmonitor for any pollutant limted in an effluent guideline (Federal Categorical Standards,

40 CFR, Subchapter N) to which the facility is subject, including guidelines for storm water and/or process
wast ewat er .

The followi ng categories are addressed by 40 CFR Subchapter N dairy products processing (Part 405), grain mlls (Part 406),
canned & preserved fruits & vegetables processing (Part 407), sugar processing (Part 409), textile mlls (Part 410), cenent
manuf acturing (Part 411), animal feedlots (Part 412), electroplating (Part 413), organic chenmcal, plastics & synthetic fibers
(Part 414), inorganic chemcals manufacturing (Part 415), soap & detergent manufacturing (Part 417), fertilizer manufacturing
(Part 418), petroleum refining (Part 419), iron & steel manufacturing (Part 420), nonferrous netals manufacturing (Part 421),
phosphate manufacturing (CFR 40 422), steamelectric (Part 423), ferroalloy manufacturing (Part 424), |eather tanning (Part 425),
gl ass manufacturing (Part 426), asbestos nmanufacturing (Part 427), rubber manufacturing (Part 428), tinber products processing
(Part 429), pulp, paper & paperboard nanufacturing (Part 430), paper & board mlls (Part 431), neat products (Part 423), netal
finishing (Part 433), coal nmining (Part 434), oil & gas extraction (Part 435), mineral mning & processing (CFR 40 436),
pharmaceuti cal manufacturing (Part 439), ore mning & dressing (Part 440), asphalt emrulsion (Part 443), paint formulating (Part
446), ink formulating (Part 447), gum & wood chem cals nanufacturing (Part 454), pesticide nmanufacturing (Part 455), explosives
manuf acturing (Part 457), carbon black manufacturing (Part 458), photographic (Part 459), hospitals (Part 460), battery
manuf acturing (Part 461), plastics nolding & fornming (Part 463), metal nmolding & casting (Part 464), coil coating (Part 465),
porcelain enaneling (Part 466), alumnum formng (Part 467), copper formng (Part 468), electric conponents (Part 469), and
nonferrous nmetals formng & netal powders (Part 471).
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Moni t ori ng Requirenents:

An estimate of flow shall be nmade tw ce per year. A grab sanple shall be taken
twice per year for Chemical Oxygen Demand, Gl & Gease, Total Suspended
Solids, O her Pollutants, and pH.

5. JUSTI FI CATI ON OF PERM T CONDI Tl ONS

The following regulations are pursuant to KRS 224.10-100, 224.70-100, and
224. 70- 110.

Fl ow, Chemical Oxygen Dermand, Q1| & Gease, Total Suspended Solids, her
PolTutants, and pH - The nobnitoring requirenents for these paranmeters are
consistent with 401 KAR 5: 065, Section 2(8).

Best Managenent Practices (BMP):

This requirement is consistent with 401 KAR 5: 065, Section 2(10).

Ant i degr adati on:

The conditions of 401 KAR 5:029, Section 1(1) wll be satisfied by coverage
under this permt. A review under Section 1(2), (3), and (4) wll not be
appl i cabl e.

6. COVPLI ANCE SCHEDULE

The permittee shall achieve conpliance with all requirements upon notification
of coverage under this general permt.

7. PERM T DURATI ON
This permt is valid for five (5) years. Upon issuance of a new general
pernmit, the permittee will have coverage automatically renewed. A new NO or

other notification is not necessary.
8. PERM T | NFORMATI ON

The application, draft permt, fact sheet, public notice, coments received,
and additional information is available fromthe Division of Water at 14 Reilly
Road, Frankfort Ofice Park, Frankfort, Kentucky 40601.

9. REFERENCES AND Cl TED DOCUMENTS

Al material and docunents referenced or cited in this fact sheet are part of
the permt information as described above and are readily available at the
Division of Water Central Ofice. Information regarding these materials nay be
obtai ned fromthe person |isted bel ow

10. CONTACT

Additional information concerning this pernmt may be obtained from Ronnie
Thonpson at the address noted in Item8 or at (502) 564-2225, extension 423.

11. PUBLI C NOTI CE | NFORVATI ON

Please refer to the attached Final Pernit Decision Cover Letter or Public
Notice for details regarding the procedures for a final pernmt decision,
deadline for coments, and other information required by 401 KAR 5:075,
Sections 12 and 4(2)(e).



PERM T NO: KYROO
GENERAL KPDES PERM T FOR STORM WATER PO NT SOURCE DI SCHARGES
OTHER FACI LI TI ES

In conpliance with the provisions of the Kentucky Revised Statutes Chapter 224
and pursuant to 401 KAR 5:055, Section 5, the following discharges are
aut hori zed:

Al new and existing storm water discharges associated with industrial activity

that are required to have a pernmt pursuant to 401 KAR 5:055, Section 1 and KRS
224. 16- 050.

Specifically excluded from authorization under this pernmit are operations that:

1. Are subject to an existing individual KPDES pernmit or
application,

2. Are subject to a pronulgated storm water effluent guideline or
st andar d,

3. The Director has determined to be or nmay reasonably be

expected to be contributing to a violation of a water quality
standard or to the inpairment of a 303(d) listed water, or

4. Are into a surface water that has been classified as an
Exceptional or Qutstanding or National Resource Water.

The receiving water for any discharge authorized by this permt is |ocated

within the political boundaries of the Comopnwealth of Kentucky. Such
authorization is in accordance wth the effluent Ilinitations and other
conditions set forth in PARTS I, II, Ill, and IV hereof. This pernmt consists
of this cover sheet, PART | 2 pages, PART Il 1 page, PART Ill 1 page, and PART
IV 4 pages. N N N

This permt shall becone effective on Cctober 1, 2002.

This permt and the authorization to discharge shall expire at
m dni ght, Septenber 30, 2007.

Date Signed Jeffrey W Pratt, Drector
Di vi sion of Water

Robert W Logan
Conmi ssi oner

DEPARTMENT FOR ENVI RONMENTAL PROTECTI ON
Division of Water, Frankfort Ofice Park, 14 Reilly Road
Frankfort, Kentucky 40601
Printed on Recycl ed Paper
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A EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

During the period beginning on the effective date of this pernmt and lasting through the term of this permt,
the permittee is authorized to discharge storm water runoff associated with industrial activity from each
outfall identified.

Such di scharges shall be nonitored by the pernittee as specified bel ow

EFFLUENT CHARACTERI STI CS Dl SCHARGE LI M TATI ONS MONI TORI NG REQUI REMENTS

kg/ day( | bs/ day) O her Units(Specify)

Yearly Daily Yearly Dail y Measur enent Sanpl e

Avg. Max. Avg. Max. Frequency Type

Fl ow, ni/ day (ngd) Report Report N A N A 2/ Year Esti mate
Chem cal Oxygen Denmand (ng/l) N A N A Report Report 2/ Year G ab
Ol & Gease (ng/l) N A N A Report Report 2/ Year G ab
Total Suspended Solids (ng/l) N A N A Report Report 2/ Year G ab
Q her Pollutants* (ng/l) N A N A Report Report 2/ Year G ab

The pH of the effluent shall be nonitored twi ce per Year (2/Year) by grab sanple.
There shall be no discharge of floating solids or visible foamor sheen in other than trace anounts.

Sanpl es taken in conpliance with the nonitoring requirenents specified above shall be taken at the follow ng
| ocati on: nearest accessible point after final treatnent, but prior to actual discharge or mxing wth
receiving waters.

Grab sanples shall be taken during the first 30 mnutes of discharge, if possible. |If conditions are not safe
for sanpling due to local flooding, high winds, electrical storms, etc., the pernmittee shall collect a sanple
once dangerous conditions have passed and must provide docunentation as to why tinmely sanples could not be
col I ect ed.

Sanpl es shall be collected froma discharge resulting froma stormevent that is greater than 0.1 inch and is at
least 72 hours from the previously measurable (greater than 0.1 inch rainfall) storm event. Moni t ori ng
requi renents do not apply to stormevents greater in magnitude than the 10-year, 24-hour storm event.

Monitoring frequency may be increased at any time at the discretion of the Division of Water (401 KAR 5: 070,
Section 6).

Report neans specific effluent Iimtations do not exist.
* The permittee shall nonitor for any pollutant limted in an effluent guideline (Federal Categorical

Standards, 40 CFR, Subchapter N) to which the facility is subject, including guidelines for storm water
and/ or process wastewater.



B.

Schedul e of Conpliance

The permttee shall achieve conpliance with all

notification of coverage under this general

permt.
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requi renents upon
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STANDARD CONDI TI ONS FOR KPDES PERM T

The permttee is also advised that all KPDES permt conditions in KPDES
Regul ati on 401 KAR 5:065, Section 1 will apply to all discharges authorized by
this permt.

This pernmt has been issued under the provisions of KRS Chapter 224 and
regul ati ons pronul gated pursuant thereto. | ssuance of this permt does not
relieve the permttee fromthe responsibility of obtaining any other pernits or
licenses required by this Cabinet and other state, federal, and |ocal agencies.
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PART 111
OTHER REQUI REMENTS

A Retenti on of Records:

The permittee shall keep all nonitoring results six (6) years fromthe date the
sanpl e was taken. Routine submittal of nonitoring results is not required. The
permttee shall record nonitoring results for each outfall on the attached
form which may be copied as needed. The permittee shall make the nonitoring
results avail abl e upon request to the Director.

The permittee shall keep the BWMP plan devel oped in accordance with PART 1V, of
this permt, one (1) year after coverage under this pernmt ends.

These periods may be extended by request of the Director of Water at any tine.
B. Reopener d ause:

This permit shall be nodified, or alternatively revoked and reissued, to conply
with any applicable effluent standard or limtation issued or approved under
401 KAR 5:050 through 5:080 and KRS 224 if the effluent standard or limitation
so i ssued or approved:

1. Contains different conditions or is otherwise nore stringent
than any effluent limtation in this permt; or

2. Controls any pollutant not limted in this pernit.

The permit as nodified or reissued under this paragraph shall also contain any
ot her requirenents of KRS Chapter 224 when applicable.

C O her Di schar ges:

Al'l discharges covered by this pernmt shall be conposed entirely of storm water
except for discharges from fire fighting activities, fire hydrant flushing,
potable water sources, waterline flushing, irrigation or |awn watering,
detergent free building or pavenent washing where spills or leaks of toxic
materials have not occurred or have been conpletely renoved, air conditioning
condensation, natural springs, and uncontam nated ground water sources.

This permit can only authorize storm water discharges fromindustrial activity
that are mxed with storm water discharges from construction activity if the
construction activity discharge is in conpliance with a different KPDES permt.

D. Rel eases in Excess of Reportable Quantities:

The presence of hazardous substances or oil in the storm water discharge shall
be mnimzed in accordance with the BMP plan. Coverage under this permt does
not relieve the permttee of the reporting requirenents of 40 CFR Part 117 and
40 CFR Part 302.

E. Represent ati ve Di schar ge:

When two (2) or nore outfalls discharge substantially identical effluents, the
pernmittee may sanple only one (1) outfall and may report those nonitoring
results for the substantially identical outfalls. For each outfall not
nmonitored, an estimate of the size of the drainage area and a determi nation if
the runoff coefficient is high (over 65%, nedium (40% to 65%, or |ow (under
40% shall be made and recorded.
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PART IV
BEST MANAGEMENT PRACTI CES

A storm water Best Managenent Practices (BMP) plan shall be developed in
accordance with good engineering practices for each facility covered by this
permt. The BMP plan shall identify potential sources of pollution that nmay
reasonably be expected to affect the quality of storm water discharges from
the facility. The BWMP plan shall describe and ensure the inplenmentation of
practices that are to be used to reduce the pollutants in storm water
di scharges and to assure conpliance with the terns and conditions of this
permt. Facilities nust inplenent the BMP plan required by this PART as a
condition of this permt.

The BMP pl an shall :

1. Be conpleted 180 days after the date of coverage under this
permt.

2. Be i nmpl emented 365 days after the date of coverage under this
permt.

Si gnature and Pl an Revi ew.

The BMP plan shall be signed in accordance with PART |l and shall be kept
onsite.

The pernmittee shall nmake the BMP plan avail able upon request to the Director,
or in the case of a stormwater discharge to a M54 with a KPDES permt, to the
operator of the system

After a review, the permttee may be notified that the BWMP plan does not neet
the mninmum requirenents of this PART. In that case, the permttee shall
nodi fy the BMP plan within 30 days of notification and shall submt a witten
certification that the requested changes have been nade.

BMP plans required by this permt are considered reports that shall be nade
available to the public, upon witten request by the public, in accordance with
Section 308(b) of the dean Water Act (CWA). However, the permittee may claim
any portion of the BMP plan as confidential, in accordance with 40 CFR Part 2.

Pl an Modi ficati on:

The permittee shall modify the BMP plan when there is a change in design,
construction, operation or maintenance of the facility which has a significant
effect on the potential for the discharge of pollutants to waters of the
Comonweal th and shall inplement the changes within 30 days.

Modi fication for | neffectiveness:

The permittee shall anend the BWMP plan if it proves to be ineffective in
controlling the discharge of pollutants to waters of the Comronwealth and shall
i npl enent the changes within 30 days.

O her Pl ans:

Spill Prevention Control and Counterneasure (SPCC) plans developed for a

facility under section 311 of the CWA or other plans required by a KPDES
permit, nmay be incorporated or incorporated by reference into the BMP plan
requi red by this PART.
M ni mum Requi renent s:

The BMP plan shall include, as a minimm Itens A through F.
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A. Potenti al Pol | utant Sources:

The BMP plan shall include a clear description of all the potential sources
whi ch may reasonably be expected to add significant anmounts of pollutants to
storm wat er discharges, or which may discharge pollutants during dry weather
to storm sewers draining the facility. Potential pollutants from | oadi ng and
unl oadi ng areas, outdoor storage facilities, outdoor manufacturing or
processi ng operations, dust generating activities, and outdoor waste disposa
sites shall be included. For each pollutant present, a prediction of the
direction of flow and of the likely paraneters present, such as Biochenica
Oxygen Denmand, shall be made.

The BMP plan shall include an inventory of all materials that are, or have
been, handl ed, treated, stored, or disposed of in a manner to all ow exposure
to storm water and a summary of any existing discharge sanpling data
indicating the level of pollutants in storm water discharges from the
facility.

The BMP plan shall include a description of the nethod and | ocation of on-site
storage or disposal, nmanagenent practices used to minimze contact of
materials with stormwater, and any stormwater treatnent provided.

B. Site Map

The BMP plan shall include a site map showi ng each stormwater outfall and its

drai nage area, any structural control neasures and all surface water bodies.
The site map should show fueling stations, vehicle and equi pnent mnmintenance
and cleaning areas, |oading and unloading areas, storage or disposal areas,
liquid storage tanks, processing areas, and locations where naterials are
exposed to precipitation.

C. Spills and Leaks:

The BMP plan shall include a list of significant spills or |eaks of toxic or
hazardous naterials that have occurred at the facility. The location of any
maj or spill or leak shall be indicated on the site map.

D. Storm Water Control Measures:

The BMP plan shall include a clear description of what storm water runoff

control measures are used. The followi ng control measures shall be used as a
m ni mum

1. Good Housekeeping - A clean, orderly facility shall be
mai nt al ned.

2. Preventi ve Mai ntenance - Storm water managenent devi ces shal
be properly maintained, such as cleaning catch basins and
oi | /water separators. Equi prent and systens shall be

i nspected and tested as necessary to uncover conditions that
coul d cause breakdowns or failures resulting in the discharge
of pollutants to surface waters.

3. Spill Prevention and Response Procedures - Areas where
potential spills could occur, and their drainage points,
shall be identified. Cl ean up procedures and the necessary
equi prent  shall be nade available to the appropriate
per sonnel . VWere appropriate, the use of devices such as
di versi on val ves shoul d be consi dered
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I nspections - Qualified personnel shall inspect designated
areas of the facility and equipnment at appropriate intervals
specified in the BWMP plan. Fol | ow-up procedures shall be
used to ensure that appropriate actions are taken in response
to the inspections. Records of inspections and follow up
actions shall be maintained.

Enpl oyee Trai ning Prograns - Enployee training prograns shall
be held to inform personnel, at all levels of responsibility,
of the components and the goals of the BMP plan. Peri odi c
trai ning should address topics such as spill response, good
housekeepi ng, and nmaterial managenent practices. Dat es of
enpl oyee training should be desi gnat ed.

Non-Storm Water Certification - A certification that all
di scharges have been tested or evaluated for the presence of
non-storm water flows shall be included. The certification
shall include a list of any potential significant sources of
non-storm water flows, the test or evaluation results, the
evaluation criteria or testing nmethod used, the date of the
test or evaluation, and the outfalls that were observed
during the test or evaluation.

If certification is not feasible, the BWMP plan shall include
a list of any potential significant sources of non-storm
water flows and shall indicate why the certification was not
f easi bl e. A pernmttee that is unable to provide the
certification must notify the Division within 180 days of
coverage under this permit. The notification shall include a
clear description of any test conducted for the presence of
non-storm water flows, explain the test results or other
rel evant observations and list potential sources of non-storm
wat er fl ows.

Sedinent and FErosion Control - Areas that have a high
pot enti al for soil erosion due to topography, | ocal
activities, or other factors shall be identified. Measur es
that will limt erosion shall be inplemnmented.

Management of Runoff - A nparrative consideration of the

suitability of traditional storm water nanagenment practices
(practices other than those that control the source of

pollutants) to divert, infiltrate, use, or otherw se nmnage
storm water runoff in a manner that reduces storm water
di scharges from the facility shall be included. Those

nmeasures determined to be reasonable and appropriate, based
upon the potential of various sources at the facility to
contribute pollutants to the stormwater discharges, shall be
i npl ement ed and nmi ntai ned. Appropriate neasures nay include
collecting and wusing storm water in a process or for
irrigation or using vegetative swales, infiltration devices,
retention/ detention devices, and snow nmanagement procedures.

KYROO
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E. Conpr ehensi ve Conpliance Eval uati on:

Qualified personnel shall conduct a facility conpliance evaluation at |east
once a year. (At least once every three (3) years for renote inactive mning
sites.)

Mat erial handling areas and other potential sources of pollution identified in
the BMP plan shall be visually inspected for evidence of, or the potential for,
pollutants entering the drainage system Structural storm water pollution
prevention neasures and sedinent and control neasures identified in the BW
pl an shall be observed to ensure that they are operating correctly. A visual
i nspection of the equipment needed to inplement the BMP plan, such as spill
response equi pnent, shall be nade.

Based on the results of the inspection, the list of potential pollutant sources
shall be revised if necessary. Changes to the BMP plan shall be nmade within
two (2) weeks of the inspection and changes shall be inplemented within 12
weeks.

A report summarizing the scope of the inspection, personnel naking the
i nspection, the date of inspection, major observations relating to the
i mpl erent ati on of the BMP plan, and actions taken shall be nade and retained as
part of the BWP plan for at |least three (3) years after the date of inspection,
or until one (1) year after coverage under this pernmit ends. The report shal
be signed in accordance with PART I1.

F. Non- St orm Wat er Di schar ges:

The BMP plan shall identify and ensure the inplenmentation of appropriate
pol I uti on prevention neasures for any non-storm water conmponent of a discharge
as listed in PART IIl C, except for flows fromfire fighting activities.

Addi tional Requirenents for Salt Storage

Salt piles that generate a storm water discharge to waters of the Comonweal th
shall be enclosed or covered while not in use to prevent exposure to
preci pitation.



